
EGREMONT DR (22 CTYRD)
EGREMONT DR (22 CTYRD)

V

A

N

N

E

C

K

 

R

D

 

(

3

8

 

C

T

Y

R

D

)

W

Y

N

F

I

E

L

D

 

L

A

N

E

W

Y

N

F

I

E

L

D

 

G

A

T

E

WYNFIELD LANE

W

Y

N

F

I

E

L

D

 

L

A

N

E

W

Y

N

F

I

E

L

D

 

L

A

N

E

EGREMONT DR (22 CTYRD)

Contract No. RFT-PWE-2022-04

KEY PLAN

N.T.S.

LIGHTING DESIGN
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CAUTION:

THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN

IN AN APPROXIMATE WAY ONLY AND HAVE NOT BEEN

INDEPENDENTLY VERIFIED BY THE OWNER OR ITS REPRESENTATIVE.

THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL

EXISTING UTILITIES BEFORE COMMENCING WORK AND AGREES TO

FULLY RESPONSIBLE FOR ANY DAMAGES WHICH MIGHT BE

OCCASIONED BY THE CONTRACTOR'S FAILURE TO EXACTLY LOCATE

AND PRESERVE ANY AND ALL UNDERGROUND UTILITIES.

CONSTRUCTION NOTES:

1. ALL RESTORATION SHALL BE TO EXISTING CONDITIONS OR BETTER, AND WHERE

REQUIRED INCLUDE  150mm OF GOOD QUALITY TOP SOIL AND SOD, TO THE

SATISFACTION OF THE MUNICIPALITY OF MIDDLESEX CENTRE.

2. ALL DRIVEWAYS TO HAVE 24HR ACCESS.

3. ALL FORESTRY CONCERNS TO BE FORWARDED TO THE MUNICIPALITY OF MIDDLESEX

CENTRE REPRESENTATIVE AND / OR CONTRACT ADMINISTRATOR.

4. CONDUIT ROUTINGS ON DRAWINGS ARE APPROXIMATE AND SHOULD BE COORDINATED

BY THE CONTRACTOR ON-SITE TO SUIT CABLE INSTALLATION AND PULLING

REQUIREMENTS.

5. BEFORE DIGGING, UNDERGROUND GAS MAINS/SERVICES MUST BE LOCATED ON THE

SITE. CALL ONTARIO ONE (1-800-400-2255) A MINIMUM 5 DAYS IN ADVANCE.

6. STAKE OUTS TO BE DONE PRIOR TO CONSTRUCTION.

7. ALL WORK MUST BE PERFORMED MEETING THE MINIMUM REQUIREMENTS OUTLINED BY

HYDRO, ESA, CSA, AND APPLICABLE BY-LAWS / REGULATIONS. ALL NEW EQUIPMENT

MUST BE CSA APPROVED.

8. ALL METAL NON-CONDUCTING PARTS SHALL BE BONDED TO GROUND AS PER CODE

REQUIREMENTS.

9. ALL MATERIALS TO BE IN ACCORDANCE WITH LOCAL HYDRO AUTHORITY

REQUIREMENTS.

10. CONTRACTOR TO ENSURE THAT THE MUNICIPALITY OF MIDDLESEX CENTRE SITE

REPRESENTATIVE AND CONTRACT ADMINISTRATOR ARE PRESENT ON SITE PRIOR TO

CONSTRUCTION COMMENCES, AND AFTER LOCATES HAVE BEEN OBTAINED, TO CONFIRM

THE LAYOUT OF POLES AND  OTHER INFRASTRUCTURE.

11. CONTRACTOR TO ENSURE AT LEAST FIVE (5) DAYS NOTICE IS PROVIDED TO THE

MUNICIPALITY PRIOR TO ACTIVATION.

12. CONTRACTOR SHALL HAND DIG TO EXPOSE EXISTING UTILITIES WHEN TRENCH

INSTALLATION IS WITHIN 1.0m OF FIELD LOCATE MARKS.

13. CONTRACTOR SHALL PREPARE AS-BUILT DRAWINGS OF THE NEW INSTALLATION AND

SUBMIT TO THE MUNICIPALITY AND ENGINEER.

14. CONTRACTOR SHALL REQUEST A SERVICE LAYOUT FROM THE LOCAL HYDRO

AUTHORITY AT THE  BEGINNING OF THE PROJECT IN ORDER TO AVOID DELAYS WITH

ENERGIZATION.

15. CONTRACTOR SHALL CONTACT THE LOCAL HYDRO AUTHORITY FOR ALL CONNECTIONS

TO AND / OR DISCONNECTIONS FROM POWER.

16. STREETLIGHT CABLES SHALL BE INSTALLED IN JOINT UTILITY TRENCHES, WHERE

APPLICABLE, WITH  MINIMUM COVER DEPTH AS PER MUNICIPALITY OF MIDDLESEX

CENTRE STANDARDS.

17. STREETLIGHT PEDESTAL SHALL BE GROUNDED WITH GROUND ELECTRODES AS PER

CODE REQUIREMENTS.

18. STREETLIGHT HANDHOLE OF EACH POLE SHALL BE LOCATED ON THE SIDE OF THE POLE

OPPOSITE TO THE  FLOW OF TRAFFIC AS PER OPSD-2220.01.

19. CONTRACTOR SHALL COORDINATE WITH THE MUNICIPALITY OF MIDDLESEX CENTRE FOR

POLE-ID TAGS AND REFLECT ON AS-BUILT DRAWINGS.

20. ALL PHOTOCELLS SHALL BE RATED FOR MINIMUM 20 YEAR LIFE.

21. ALL UNDERGROUND  CONNECTIONS SHALL BE COMPLETED WITH 'BURNDY' TYPE

COMPRESSION CONNECTIONS AND 3M SCOTHCAST KITS.

22. TRANSFORMER LOCATIONS ARE SHOWN FOR INFORMATION ONLY. CONTRACTOR SHALL

VERIFY EXACT LOCATIONS OF ALL TRANSFORMER SUPPLY POINTS PRIOR TO

COMMENCING. PROPOSED STREETLIGHT SHALL MAINTAIN A MINIMUM CLEARANCE OF

3.0m FROM THE EDGE OF TRANSFORMER TO THE EDGE OF THE POLE. ANY PROPOSED

POLES THAT REQUIRE ADJUSTMENTS SHALL BE FORWARDED TO THE MUNICIPALITY OF

MIDDLESEX CENTRE REPRESENTATIVE AND / OR CONTRACT ADMINISTRATION.

LEGEND:

SIDE-MOUNTED LED LIGHT FIXTURE, TYPE 3LB

DISTRIBUTION, WATTAGE AS INDICATED, 120-277V

PHOTOCONTROL, C/W  A 4' TAPERED ELLIPTICAL ARM,

MOUNTED ON A 24' DIRECT BURIED ROUND ALUMINUM

POLE. NXT-S SERIES, C/W 20 YEAR LONG LIFE

PHOTOCELL.

- CAT #: NXT-12S-5-7-3LB-6-GY-3-UL-X-2H (QTY. 47)

- CAT #: NXT-24S-5-7-3LB-5-GY-3-UL-X-2H (QTY. 3)

G

SL

PROPOSED TYPE 1 - 305mm x 305mm QUAZITE COMP.

ELECTRICAL HANDHOLE. TIER 15 - LID / BOX LOAD

RATING. 18" DEEP.

PROPOSED POWER SUPPLY PEDESTAL BY PSI C/W

CONCRETE FOOTING AND ANCHORAGE ASSEMBLIES:

- CAT #: SL421-4-15(100)

- CAT #: UP1420P

PROPOSED GROUND ROD.

HYDRO ONE PAD-MOUNTED TRANSFORMER

(FOR INFORMATION ONLY, EXACT LOCATIONS TO BE

DETERMINED IN THE FIELD).

PROPOSED UNDERGROUND DUCT(S) FROM POWER

SUPPLY TO PEDESTAL. QUANTITY AS NOTED IN UPC

TABLE.

PROPOSED 50mmØ  STREETLIGHT UNDERGROUND DUCT.

GENERAL NOTES:

A. ALL DIMENSIONS ARE IN METERES UNLESS OTHERWISE

NOTED.

B. ALL STAND-ALONE POLE INSTALLED 2.0m FROM THE

BACK OF CURB AS PER MIDDLESEX CENTRE DESIGN

FIGURE 1.5.

C. PROPOSED TRENCH LOCATION AT 1.8m FROM BACK OF

CURB UNLESS STATED OTHERWISE.
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STREETLIGHT LAYOUT 2

SL-2

WYNFIELD GATE

W
Y

N
F

I
E

L
D

 
L
A

N
E

SITE

MATCHLINE STA. 0+240

REFER TO DRAWING SL3

MATCHLINE STA. 0+440

REFER TO DRAWING SL3

W
Y

N
F

I
E

L
D

 
L
A

N
E

W
Y

N
F

I
E

L
D

 
L
A

N
E

M
A

T
C

H
L
I
N

E
 
S

T
A

.
 
0
+

0
3
5

R
E

F
E

R
 
T

O
 
D

R
A

W
I
N

G
 
S

L
1

MATCHLINE STA. 0+305.00

REFER TO DRAWING SL1

MATCHLINE STA. 0+065

REFER TO DRAWING SL1

CAUTION:

THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN

IN AN APPROXIMATE WAY ONLY AND HAVE NOT BEEN

INDEPENDENTLY VERIFIED BY THE OWNER OR ITS REPRESENTATIVE.

THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL

EXISTING UTILITIES BEFORE COMMENCING WORK AND AGREES TO

FULLY RESPONSIBLE FOR ANY DAMAGES WHICH MIGHT BE

OCCASIONED BY THE CONTRACTOR'S FAILURE TO EXACTLY LOCATE

AND PRESERVE ANY AND ALL UNDERGROUND UTILITIES.

CONSTRUCTION NOTES:

LEGEND:

SIDE-MOUNTED LED LIGHT FIXTURE, TYPE 3LB

DISTRIBUTION, WATTAGE AS INDICATED, 120-277V

PHOTOCONTROL, C/W  A 4' TAPERED ELLIPTICAL ARM,

MOUNTED ON A 24' DIRECT BURIED ROUND ALUMINUM

POLE. NXT-S SERIES, C/W 20 YEAR LONG LIFE

PHOTOCELL.

- CAT #: NXT-12S-5-7-3LB-6-GY-3-UL-X-2H (QTY. 47)

- CAT #: NXT-24S-5-7-3LB-5-GY-3-UL-X-2H (QTY. 3)

G

SL

PROPOSED TYPE 1 - 305mm x 305mm QUAZITE COMP.

ELECTRICAL HANDHOLE. TIER 15 - LID / BOX LOAD

RATING. 18" DEEP.

PROPOSED POWER SUPPLY PEDESTAL BY PSI C/W

CONCRETE FOOTING AND ANCHORAGE ASSEMBLIES:

- CAT #: SL421-4-15(100)

- CAT #: UP1420P

PROPOSED GROUND ROD.

HYDRO ONE PAD-MOUNTED TRANSFORMER

(FOR INFORMATION ONLY, EXACT LOCATIONS TO BE

DETERMINED IN THE FIELD).

PROPOSED UNDERGROUND DUCT(S) FROM POWER

SUPPLY TO PEDESTAL. QUANTITY AS NOTED IN UPC

TABLE.

PROPOSED 50mmØ  STREETLIGHT UNDERGROUND DUCT.

GENERAL NOTES:

A. ALL DIMENSIONS ARE IN METERES UNLESS OTHERWISE

NOTED.

B. ALL STAND-ALONE POLE INSTALLED 2.0m FROM THE

BACK OF CURB AS PER MIDDLESEX CENTRE DESIGN

FIGURE 1.5.

C. PROPOSED TRENCH LOCATION AT 1.8m FROM BACK OF

CURB UNLESS STATED OTHERWISE.

1. ALL RESTORATION SHALL BE TO EXISTING CONDITIONS OR BETTER, AND WHERE

REQUIRED INCLUDE  150mm OF GOOD QUALITY TOP SOIL AND SOD, TO THE

SATISFACTION OF THE MUNICIPALITY OF MIDDLESEX CENTRE.

2. ALL DRIVEWAYS TO HAVE 24HR ACCESS.

3. ALL FORESTRY CONCERNS TO BE FORWARDED TO THE MUNICIPALITY OF MIDDLESEX

CENTRE REPRESENTATIVE AND / OR CONTRACT ADMINISTRATOR.

4. CONDUIT ROUTINGS ON DRAWINGS ARE APPROXIMATE AND SHOULD BE COORDINATED

BY THE CONTRACTOR ON-SITE TO SUIT CABLE INSTALLATION AND PULLING

REQUIREMENTS.

5. BEFORE DIGGING, UNDERGROUND GAS MAINS/SERVICES MUST BE LOCATED ON THE

SITE. CALL ONTARIO ONE (1-800-400-2255) A MINIMUM 5 DAYS IN ADVANCE.

6. STAKE OUTS TO BE DONE PRIOR TO CONSTRUCTION.

7. ALL WORK MUST BE PERFORMED MEETING THE MINIMUM REQUIREMENTS OUTLINED BY

HYDRO, ESA, CSA, AND APPLICABLE BY-LAWS / REGULATIONS. ALL NEW EQUIPMENT

MUST BE CSA APPROVED.

8. ALL METAL NON-CONDUCTING PARTS SHALL BE BONDED TO GROUND AS PER CODE

REQUIREMENTS.

9. ALL MATERIALS TO BE IN ACCORDANCE WITH LOCAL HYDRO AUTHORITY

REQUIREMENTS.

10. CONTRACTOR TO ENSURE THAT THE MUNICIPALITY OF MIDDLESEX CENTRE SITE

REPRESENTATIVE AND CONTRACT ADMINISTRATOR ARE PRESENT ON SITE PRIOR TO

CONSTRUCTION COMMENCES, AND AFTER LOCATES HAVE BEEN OBTAINED, TO CONFIRM

THE LAYOUT OF POLES AND  OTHER INFRASTRUCTURE.

11. CONTRACTOR TO ENSURE AT LEAST FIVE (5) DAYS NOTICE IS PROVIDED TO THE

MUNICIPALITY PRIOR TO ACTIVATION.

12. CONTRACTOR SHALL HAND DIG TO EXPOSE EXISTING UTILITIES WHEN TRENCH

INSTALLATION IS WITHIN 1.0m OF FIELD LOCATE MARKS.

13. CONTRACTOR SHALL PREPARE AS-BUILT DRAWINGS OF THE NEW INSTALLATION AND

SUBMIT TO THE MUNICIPALITY AND ENGINEER.

14. CONTRACTOR SHALL REQUEST A SERVICE LAYOUT FROM THE LOCAL HYDRO

AUTHORITY AT THE  BEGINNING OF THE PROJECT IN ORDER TO AVOID DELAYS WITH

ENERGIZATION.

15. CONTRACTOR SHALL CONTACT THE LOCAL HYDRO AUTHORITY FOR ALL CONNECTIONS

TO AND / OR DISCONNECTIONS FROM POWER.

16. STREETLIGHT CABLES SHALL BE INSTALLED IN JOINT UTILITY TRENCHES, WHERE

APPLICABLE, WITH  MINIMUM COVER DEPTH AS PER MUNICIPALITY OF MIDDLESEX

CENTRE STANDARDS.

17. STREETLIGHT PEDESTAL SHALL BE GROUNDED WITH GROUND ELECTRODES AS PER

CODE REQUIREMENTS.

18. STREETLIGHT HANDHOLE OF EACH POLE SHALL BE LOCATED ON THE SIDE OF THE POLE

OPPOSITE TO THE  FLOW OF TRAFFIC AS PER OPSD-2220.01.

19. CONTRACTOR SHALL COORDINATE WITH THE MUNICIPALITY OF MIDDLESEX CENTRE FOR

POLE-ID TAGS AND REFLECT ON AS-BUILT DRAWINGS.

20. ALL PHOTOCELLS SHALL BE RATED FOR MINIMUM 20 YEAR LIFE.

21. ALL UNDERGROUND  CONNECTIONS SHALL BE COMPLETED WITH 'BURNDY' TYPE

COMPRESSION CONNECTIONS AND 3M SCOTHCAST KITS.

22. TRANSFORMER LOCATIONS ARE SHOWN FOR INFORMATION ONLY. CONTRACTOR SHALL

VERIFY EXACT LOCATIONS OF ALL TRANSFORMER SUPPLY POINTS PRIOR TO

COMMENCING. PROPOSED STREETLIGHT SHALL MAINTAIN A MINIMUM CLEARANCE OF

3.0m FROM THE EDGE OF TRANSFORMER TO THE EDGE OF THE POLE. ANY PROPOSED

POLES THAT REQUIRE ADJUSTMENTS SHALL BE FORWARDED TO THE MUNICIPALITY OF

MIDDLESEX CENTRE REPRESENTATIVE AND / OR CONTRACT ADMINISTRATION.
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CAUTION:

THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN

IN AN APPROXIMATE WAY ONLY AND HAVE NOT BEEN

INDEPENDENTLY VERIFIED BY THE OWNER OR ITS REPRESENTATIVE.

THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL

EXISTING UTILITIES BEFORE COMMENCING WORK AND AGREES TO

FULLY RESPONSIBLE FOR ANY DAMAGES WHICH MIGHT BE

OCCASIONED BY THE CONTRACTOR'S FAILURE TO EXACTLY LOCATE

AND PRESERVE ANY AND ALL UNDERGROUND UTILITIES.

CONSTRUCTION NOTES:

LEGEND:

SIDE-MOUNTED LED LIGHT FIXTURE, TYPE 3LB

DISTRIBUTION, WATTAGE AS INDICATED, 120-277V

PHOTOCONTROL, C/W  A 4' TAPERED ELLIPTICAL ARM,

MOUNTED ON A 24' DIRECT BURIED ROUND ALUMINUM

POLE. NXT-S SERIES, C/W 20 YEAR LONG LIFE

PHOTOCELL.

- CAT #: NXT-12S-5-7-3LB-6-GY-3-UL-X-2H (QTY. 47)

- CAT #: NXT-24S-5-7-3LB-5-GY-3-UL-X-2H (QTY. 3)

G

SL

PROPOSED TYPE 1 - 305mm x 305mm QUAZITE COMP.

ELECTRICAL HANDHOLE. TIER 15 - LID / BOX LOAD

RATING. 18" DEEP.

PROPOSED POWER SUPPLY PEDESTAL BY PSI C/W

CONCRETE FOOTING AND ANCHORAGE ASSEMBLIES:

- CAT #: SL421-4-15(100)

- CAT #: UP1420P

PROPOSED GROUND ROD.

HYDRO ONE PAD-MOUNTED TRANSFORMER

(FOR INFORMATION ONLY, EXACT LOCATIONS TO BE

DETERMINED IN THE FIELD).

PROPOSED UNDERGROUND DUCT(S) FROM POWER

SUPPLY TO PEDESTAL. QUANTITY AS NOTED IN UPC

TABLE.

PROPOSED 50mmØ  STREETLIGHT UNDERGROUND DUCT.

GENERAL NOTES:

A. ALL DIMENSIONS ARE IN METERES UNLESS OTHERWISE

NOTED.

B. ALL STAND-ALONE POLE INSTALLED 2.0m FROM THE

BACK OF CURB AS PER MIDDLESEX CENTRE DESIGN

FIGURE 1.5.

C. PROPOSED TRENCH LOCATION AT 1.8m FROM BACK OF

CURB UNLESS STATED OTHERWISE.

1. ALL RESTORATION SHALL BE TO EXISTING CONDITIONS OR BETTER, AND WHERE

REQUIRED INCLUDE  150mm OF GOOD QUALITY TOP SOIL AND SOD, TO THE

SATISFACTION OF THE MUNICIPALITY OF MIDDLESEX CENTRE.

2. ALL DRIVEWAYS TO HAVE 24HR ACCESS.

3. ALL FORESTRY CONCERNS TO BE FORWARDED TO THE MUNICIPALITY OF MIDDLESEX

CENTRE REPRESENTATIVE AND / OR CONTRACT ADMINISTRATOR.

4. CONDUIT ROUTINGS ON DRAWINGS ARE APPROXIMATE AND SHOULD BE COORDINATED

BY THE CONTRACTOR ON-SITE TO SUIT CABLE INSTALLATION AND PULLING

REQUIREMENTS.

5. BEFORE DIGGING, UNDERGROUND GAS MAINS/SERVICES MUST BE LOCATED ON THE

SITE. CALL ONTARIO ONE (1-800-400-2255) A MINIMUM 5 DAYS IN ADVANCE.

6. STAKE OUTS TO BE DONE PRIOR TO CONSTRUCTION.

7. ALL WORK MUST BE PERFORMED MEETING THE MINIMUM REQUIREMENTS OUTLINED BY

HYDRO, ESA, CSA, AND APPLICABLE BY-LAWS / REGULATIONS. ALL NEW EQUIPMENT

MUST BE CSA APPROVED.

8. ALL METAL NON-CONDUCTING PARTS SHALL BE BONDED TO GROUND AS PER CODE

REQUIREMENTS.

9. ALL MATERIALS TO BE IN ACCORDANCE WITH LOCAL HYDRO AUTHORITY

REQUIREMENTS.

10. CONTRACTOR TO ENSURE THAT THE MUNICIPALITY OF MIDDLESEX CENTRE SITE

REPRESENTATIVE AND CONTRACT ADMINISTRATOR ARE PRESENT ON SITE PRIOR TO

CONSTRUCTION COMMENCES, AND AFTER LOCATES HAVE BEEN OBTAINED, TO CONFIRM

THE LAYOUT OF POLES AND  OTHER INFRASTRUCTURE.

11. CONTRACTOR TO ENSURE AT LEAST FIVE (5) DAYS NOTICE IS PROVIDED TO THE

MUNICIPALITY PRIOR TO ACTIVATION.

12. CONTRACTOR SHALL HAND DIG TO EXPOSE EXISTING UTILITIES WHEN TRENCH

INSTALLATION IS WITHIN 1.0m OF FIELD LOCATE MARKS.

13. CONTRACTOR SHALL PREPARE AS-BUILT DRAWINGS OF THE NEW INSTALLATION AND

SUBMIT TO THE MUNICIPALITY AND ENGINEER.

14. CONTRACTOR SHALL REQUEST A SERVICE LAYOUT FROM THE LOCAL HYDRO

AUTHORITY AT THE  BEGINNING OF THE PROJECT IN ORDER TO AVOID DELAYS WITH

ENERGIZATION.

15. CONTRACTOR SHALL CONTACT THE LOCAL HYDRO AUTHORITY FOR ALL CONNECTIONS

TO AND / OR DISCONNECTIONS FROM POWER.

16. STREETLIGHT CABLES SHALL BE INSTALLED IN JOINT UTILITY TRENCHES, WHERE

APPLICABLE, WITH  MINIMUM COVER DEPTH AS PER MUNICIPALITY OF MIDDLESEX

CENTRE STANDARDS.

17. STREETLIGHT PEDESTAL SHALL BE GROUNDED WITH GROUND ELECTRODES AS PER

CODE REQUIREMENTS.

18. STREETLIGHT HANDHOLE OF EACH POLE SHALL BE LOCATED ON THE SIDE OF THE POLE

OPPOSITE TO THE  FLOW OF TRAFFIC AS PER OPSD-2220.01.

19. CONTRACTOR SHALL COORDINATE WITH THE MUNICIPALITY OF MIDDLESEX CENTRE FOR

POLE-ID TAGS AND REFLECT ON AS-BUILT DRAWINGS.

20. ALL PHOTOCELLS SHALL BE RATED FOR MINIMUM 20 YEAR LIFE.

21. ALL UNDERGROUND  CONNECTIONS SHALL BE COMPLETED WITH 'BURNDY' TYPE

COMPRESSION CONNECTIONS AND 3M SCOTHCAST KITS.

22. TRANSFORMER LOCATIONS ARE SHOWN FOR INFORMATION ONLY. CONTRACTOR SHALL

VERIFY EXACT LOCATIONS OF ALL TRANSFORMER SUPPLY POINTS PRIOR TO

COMMENCING. PROPOSED STREETLIGHT SHALL MAINTAIN A MINIMUM CLEARANCE OF

3.0m FROM THE EDGE OF TRANSFORMER TO THE EDGE OF THE POLE. ANY PROPOSED

POLES THAT REQUIRE ADJUSTMENTS SHALL BE FORWARDED TO THE MUNICIPALITY OF

MIDDLESEX CENTRE REPRESENTATIVE AND / OR CONTRACT ADMINISTRATION.
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CAUTION:

THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN

IN AN APPROXIMATE WAY ONLY AND HAVE NOT BEEN

INDEPENDENTLY VERIFIED BY THE OWNER OR ITS REPRESENTATIVE.

THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL

EXISTING UTILITIES BEFORE COMMENCING WORK AND AGREES TO

FULLY RESPONSIBLE FOR ANY DAMAGES WHICH MIGHT BE

OCCASIONED BY THE CONTRACTOR'S FAILURE TO EXACTLY LOCATE

AND PRESERVE ANY AND ALL UNDERGROUND UTILITIES.

CONSTRUCTION NOTES:

LEGEND:

SIDE-MOUNTED LED LIGHT FIXTURE, TYPE 3LB

DISTRIBUTION, WATTAGE AS INDICATED, 120-277V

PHOTOCONTROL, C/W  A 4' TAPERED ELLIPTICAL ARM,

MOUNTED ON A 24' DIRECT BURIED ROUND ALUMINUM

POLE. NXT-S SERIES, C/W 20 YEAR LONG LIFE

PHOTOCELL.

- CAT #: NXT-12S-5-7-3LB-6-GY-3-UL-X-2H (QTY. 47)

- CAT #: NXT-24S-5-7-3LB-5-GY-3-UL-X-2H (QTY. 3)

G

SL

PROPOSED TYPE 1 - 305mm x 305mm QUAZITE COMP.

ELECTRICAL HANDHOLE. TIER 15 - LID / BOX LOAD

RATING. 18" DEEP.

PROPOSED POWER SUPPLY PEDESTAL BY PSI C/W

CONCRETE FOOTING AND ANCHORAGE ASSEMBLIES:

- CAT #: SL421-4-15(100)

- CAT #: UP1420P

PROPOSED GROUND ROD.

HYDRO ONE PAD-MOUNTED TRANSFORMER

(FOR INFORMATION ONLY, EXACT LOCATIONS TO BE

DETERMINED IN THE FIELD).

PROPOSED UNDERGROUND DUCT(S) FROM POWER

SUPPLY TO PEDESTAL. QUANTITY AS NOTED IN UPC

TABLE.

PROPOSED 50mmØ  STREETLIGHT UNDERGROUND DUCT.

GENERAL NOTES:

A. ALL DIMENSIONS ARE IN METERES UNLESS OTHERWISE

NOTED.

B. ALL STAND-ALONE POLE INSTALLED 2.0m FROM THE

BACK OF CURB AS PER MIDDLESEX CENTRE DESIGN

FIGURE 1.5.

C. PROPOSED TRENCH LOCATION AT 1.8m FROM BACK OF

CURB UNLESS STATED OTHERWISE.

1. ALL RESTORATION SHALL BE TO EXISTING CONDITIONS OR BETTER, AND WHERE

REQUIRED INCLUDE  150mm OF GOOD QUALITY TOP SOIL AND SOD, TO THE

SATISFACTION OF THE MUNICIPALITY OF MIDDLESEX CENTRE.

2. ALL DRIVEWAYS TO HAVE 24HR ACCESS.

3. ALL FORESTRY CONCERNS TO BE FORWARDED TO THE MUNICIPALITY OF MIDDLESEX

CENTRE REPRESENTATIVE AND / OR CONTRACT ADMINISTRATOR.

4. CONDUIT ROUTINGS ON DRAWINGS ARE APPROXIMATE AND SHOULD BE COORDINATED

BY THE CONTRACTOR ON-SITE TO SUIT CABLE INSTALLATION AND PULLING

REQUIREMENTS.

5. BEFORE DIGGING, UNDERGROUND GAS MAINS/SERVICES MUST BE LOCATED ON THE

SITE. CALL ONTARIO ONE (1-800-400-2255) A MINIMUM 5 DAYS IN ADVANCE.

6. STAKE OUTS TO BE DONE PRIOR TO CONSTRUCTION.

7. ALL WORK MUST BE PERFORMED MEETING THE MINIMUM REQUIREMENTS OUTLINED BY

HYDRO, ESA, CSA, AND APPLICABLE BY-LAWS / REGULATIONS. ALL NEW EQUIPMENT

MUST BE CSA APPROVED.

8. ALL METAL NON-CONDUCTING PARTS SHALL BE BONDED TO GROUND AS PER CODE

REQUIREMENTS.

9. ALL MATERIALS TO BE IN ACCORDANCE WITH LOCAL HYDRO AUTHORITY

REQUIREMENTS.

10. CONTRACTOR TO ENSURE THAT THE MUNICIPALITY OF MIDDLESEX CENTRE SITE

REPRESENTATIVE AND CONTRACT ADMINISTRATOR ARE PRESENT ON SITE PRIOR TO

CONSTRUCTION COMMENCES, AND AFTER LOCATES HAVE BEEN OBTAINED, TO CONFIRM

THE LAYOUT OF POLES AND  OTHER INFRASTRUCTURE.

11. CONTRACTOR TO ENSURE AT LEAST FIVE (5) DAYS NOTICE IS PROVIDED TO THE

MUNICIPALITY PRIOR TO ACTIVATION.

12. CONTRACTOR SHALL HAND DIG TO EXPOSE EXISTING UTILITIES WHEN TRENCH

INSTALLATION IS WITHIN 1.0m OF FIELD LOCATE MARKS.

13. CONTRACTOR SHALL PREPARE AS-BUILT DRAWINGS OF THE NEW INSTALLATION AND

SUBMIT TO THE MUNICIPALITY AND ENGINEER.

14. CONTRACTOR SHALL REQUEST A SERVICE LAYOUT FROM THE LOCAL HYDRO

AUTHORITY AT THE  BEGINNING OF THE PROJECT IN ORDER TO AVOID DELAYS WITH

ENERGIZATION.

15. CONTRACTOR SHALL CONTACT THE LOCAL HYDRO AUTHORITY FOR ALL CONNECTIONS

TO AND / OR DISCONNECTIONS FROM POWER.

16. STREETLIGHT CABLES SHALL BE INSTALLED IN JOINT UTILITY TRENCHES, WHERE

APPLICABLE, WITH  MINIMUM COVER DEPTH AS PER MUNICIPALITY OF MIDDLESEX

CENTRE STANDARDS.

17. STREETLIGHT PEDESTAL SHALL BE GROUNDED WITH GROUND ELECTRODES AS PER

CODE REQUIREMENTS.

18. STREETLIGHT HANDHOLE OF EACH POLE SHALL BE LOCATED ON THE SIDE OF THE POLE

OPPOSITE TO THE  FLOW OF TRAFFIC AS PER OPSD-2220.01.

19. CONTRACTOR SHALL COORDINATE WITH THE MUNICIPALITY OF MIDDLESEX CENTRE FOR

POLE-ID TAGS AND REFLECT ON AS-BUILT DRAWINGS.

20. ALL PHOTOCELLS SHALL BE RATED FOR MINIMUM 20 YEAR LIFE.

21. ALL UNDERGROUND  CONNECTIONS SHALL BE COMPLETED WITH 'BURNDY' TYPE

COMPRESSION CONNECTIONS AND 3M SCOTHCAST KITS.

22. TRANSFORMER LOCATIONS ARE SHOWN FOR INFORMATION ONLY. CONTRACTOR SHALL

VERIFY EXACT LOCATIONS OF ALL TRANSFORMER SUPPLY POINTS PRIOR TO

COMMENCING. PROPOSED STREETLIGHT SHALL MAINTAIN A MINIMUM CLEARANCE OF

3.0m FROM THE EDGE OF TRANSFORMER TO THE EDGE OF THE POLE. ANY PROPOSED

POLES THAT REQUIRE ADJUSTMENTS SHALL BE FORWARDED TO THE MUNICIPALITY OF

MIDDLESEX CENTRE REPRESENTATIVE AND / OR CONTRACT ADMINISTRATION.
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R.V. Anderson Associates Limited

engineering    environment    infrastructure

205533.30

COMMUNITY OF MELROSE

STREETLIGHT DESIGN

STREETLIGHT SCHEMATIC

SL-5

SITE

P05

41W

ARED1

P06

23W

ABLK3

P08

23W

BRED1

P09

23W

BBLK3

P10

23W

BRED1

P11

23W

BBLK3

P12

23W

BRED1

P13

23W

BBLK3

P14

23W

BRED1

P15

23W

BRED2

P16

23W

BBLK4

P17

23W

BRED2

P18

23W

BBLK4

P19

23W

BRED2

P20

23W

BBLK4

P50

23W

CRED1

P49

23W

CBLK3

P48

23W

CRED1

P47

23W

CBLK3

P46

23W

CRED1

P45

23W

CRED2

P44

23W

CBLK4

P43

23W

CRED2

P25

23W

CBLK4

P24

23W

CRED2

P23

23W

CBLK4

P22

23W

CRED2

P21

23W

CBLK4

P07

41W

ARED1

GG GG

SUPPLY "A"

120/240 V, 1Ø 3W

100A POWER SUPPLY

PEDESTAL ASSEMBLY

15A

P01

23W

ABLK3

P02

23W

ABLK3

P03

23W

ARED1

P04

23W

ABLK3

HH01

HH02

V
A

N
N

E
C

K
 
R

O
A

D
 
(
C

.
R

.
3
8
)

WYNFIELD GATE

W
Y

N
F

I
E

L
D

 
L
A

N
E

W
Y

N
F

I
E

L
D

 
L
A

N
E

W
Y

N
F

I
E

L
D

 
L
A

N
E

W
Y

N
F

I
E

L
D

 
L
A

N
E

W

Y

N

F

I

E

L

D

 

L

A

N

E

HH03

HH04

SUPPLY "B"

120/240 V, 1Ø 3W

100A POWER SUPPLY

PEDESTAL ASSEMBLY

15A

15A

SUPPLY "C"

120/240 V, 1Ø 3W

100A POWER SUPPLY

PEDESTAL ASSEMBLY

15A

15A

HH05

HH06

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

PROP. 2-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#2 AWG CU

PROP. 1-#6 IGRD CU

100mm

100mm

PROP. 3-#2 AWG CU

PROP. 1-#6 IGRD CU

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 2-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 2-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

PROP. 2-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

GG

GG

GG

GG

GG

GG

GG

GG

GG

PROP. 3-#2 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#2 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#2 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

100mm

PROP. 3-#2 AWG CU

PROP. 1-#6 IGRD CU

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

50mm

PROP. 3-#2 AWG CU

PROP. 1-#6 IGRD CU

Ex. TX
8553
R-100

Ex. TX
8549
R-75

Ex. TX
8552
W-75

PROP. 3-#2 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 6-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 6-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

SUPPLY "C" - 120/240V, 1Ø 3W 100A

POWER SUPPLY PEDESTAL ASSEMBLY

SUB-TOTAL

LOAD*

(WATTS)

LOAD DESCRIPTION

CIRCUIT

NUMBER

BREAKER

RATING

BREAKER

RATING

CIRCUIT

NUMBER

LOAD DESCRIPTION

SUB-TOTAL

LOAD*

(WATTS)

69
P46, P48, P50

RED 1 15A 15A RED 2
P45, P43, P24, P22

92

46
P47, P49

BLK 3 15A 15A BLK 4
P44, P25, P23, P21

92

0 RED 5 - - RED 6 - 0

0 BLK 7 - - BLK 8 - 0

* SUB TOTAL RED PHASE = 161 W

* SUB TOTAL BLACK PHASE = 138 W

* TOTAL LOAD = 299 W

SUPPLY "A" - 120/240V, 1Ø 3W 100A

POWER SUPPLY PEDESTAL ASSEMBLY

SUB-TOTAL

LOAD*

(WATTS)

LOAD DESCRIPTION

CIRCUIT

NUMBER

BREAKER

RATING

BREAKER

RATING

CIRCUIT

NUMBER

LOAD DESCRIPTION

SUB-TOTAL

LOAD*

(WATTS)

105
 P03, P05, P07

RED 1 15A 15A RED 2 0

92
P01, P02, P04, P06

BLK 3 15A 15A BLK 4 0

0 RED 5 - - RED 6 - 0

0 BLK 7 - - BLK 8 - 0

* SUB TOTAL RED PHASE = 105 W

* SUB TOTAL BLACK PHASE = 92 W

* TOTAL LOAD = 197 W

SUPPLY "B" - 120/240V, 1Ø 3W 100A

POWER SUPPLY PEDESTAL ASSEMBLY

SUB-TOTAL

LOAD*

(WATTS)

LOAD DESCRIPTION

CIRCUIT

NUMBER

BREAKER

RATING

BREAKER

RATING

CIRCUIT

NUMBER

LOAD DESCRIPTION

SUB-TOTAL

LOAD*

(WATTS)

92
P08, P10, P12, P14

RED 1 15A 15A RED 2
P15, P17, P19

69

69
P09, P11, P13

BLK 3 15A 15A BLK 4
P16, P18, P20

69

0 RED 5 - - RED 6 - 0

0 BLK 7 - - BLK 8 - 0

* SUB TOTAL RED PHASE = 161 W

* SUB TOTAL BLACK PHASE = 138 W

* TOTAL LOAD = 299 W

UNDERPAVEMENT CROSSINGS

CROSSING ROAD

LENGTH

(m)

TYPE OF

INSTALLATION

DUCTS

REMARKS

QTY. SIZE TYPE

UPC01 WYNFIELD GATE 16.22 m OPEN CUT 2 100 mm RPVC

UPC02 WYNFIELD LANE 11.66 m OPEN CUT 2 100 mm RPVC

UPC03 WYNFIELD LANE 13.15 m OPEN CUT 2 100 mm RPVC

SEE SCHEMATIC

DETAIL SL-6

50mm

PROP. 2-#8 AWG CU

PROP. 1-#6 IGRD CU
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R.V. Anderson Associates Limited

engineering    environment    infrastructure

205533.30

COMMUNITY OF MELROSE

STREETLIGHT DESIGN

STREETLIGHT SCHEMATIC

SL-6

SITE

W

Y

N

F

I

E

L

D

 

L

A

N

E

W

Y

N

F

I

E

L

D

 

L

A

N

E

WYNFIELD LANE

W
Y

N
F

I
E

L
D

 
L
A

N
E

P29

23W

DRED2

P30

23W

DRED1

P31

23W

DBLK3

P32

23W

DRED1

P33

23W

DBLK3

P34

23W

DRED1

P28

23W

DBLK4

P27

23W

DRED2

P26

23W

DBLK4

P42

23W

EBLK3

P41

23W

ERED1

P40

23W

EBLK3

P39

23W

ERED1

P38

41W

ERED2

P37

23W

EBLK4

P36

23W

ERED2

P35

23W

EBLK4

SUPPLY "E"

120/240 V, 1Ø 3W

100A POWER SUPPLY

PEDESTAL ASSEMBLY

15A

15A

SUPPLY "D"

120/240 V, 1Ø 3W

100A POWER SUPPLY

PEDESTAL ASSEMBLY

15A

15A

Ex. TX
8548
B-75

Ex. TX
8546
R-75

50mm

PROP. 2-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 2-#8 AWG CU

PROP. 1-#6 IGRD CU

PROP. 2-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 2-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#2 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 6-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

50mm

PROP. 6-#8 AWG CU

PROP. 1-#6 IGRD CU

50mm

PROP. 3-#2 AWG CU

PROP. 1-#6 IGRD CU

GG

GG

GG

GG

GG

GG

GG

SUPPLY "D" - 120/240V, 1Ø 3W 100A

POWER SUPPLY PEDESTAL ASSEMBLY

SUB-TOTAL

LOAD*

(WATTS)

LOAD DESCRIPTION

CIRCUIT

NUMBER

BREAKER

RATING

BREAKER

RATING

CIRCUIT

NUMBER

LOAD DESCRIPTION

SUB-TOTAL

LOAD*

(WATTS)

69
P30, P32, P34

RED 1 15A 15A RED 2
P29, P27

46

46
P31, P33

BLK 3 15A 15A BLK 4
P28, P26

46

0 RED 5 - - RED 6 - 0

0 BLK 7 - - BLK 8 - 0

* SUB TOTAL RED PHASE = 115 W

* SUB TOTAL BLACK PHASE = 92 W

* TOTAL LOAD = 207 W

SUPPLY "E" - 120/240V, 1Ø 3W 100A

POWER SUPPLY PEDESTAL ASSEMBLY

SUB-TOTAL

LOAD*

(WATTS)

LOAD DESCRIPTION

CIRCUIT

NUMBER

BREAKER

RATING

BREAKER

RATING

CIRCUIT

NUMBER

LOAD DESCRIPTION

SUB-TOTAL

LOAD*

(WATTS)

46
P39, P41

RED 1 15A 15A RED 2
P38, P36

64

46
P40, P42

BLK 3 15A 15A BLK 4
P37, P35

46

0 RED 5 - - RED 6 - 0

0 BLK 7 - - BLK 8 - 0

* SUB TOTAL RED PHASE = 110 W

* SUB TOTAL BLACK PHASE = 92 W

* TOTAL LOAD = 202 W

SEE SCHEMATIC

DETAIL SL-5

50mm

PROP. 3-#8 AWG CU

PROP. 1-#6 IGRD CU
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EGREMONT DR (22 CTYRD)

R.V. Anderson Associates Limited

engineering    environment    infrastructure

205533.30

COMMUNITY OF MELROSE

STREETLIGHT DESIGN

POLE ASSEMBLY TABLE

SL-7

SITE

LIGHTING POLE ASSEMBLY SUMMARY

POLE NO. ROAD

LOCATION BASE GRD. POLE ARM LUMINAIRE

COORD REMARKS

STATION

DISTANCE FROM

CONC.

BASE

FRANG.

BASE

INSTL. INSTL. MAT. CAT. NUMBER

LENGTH

(m)

INSTL.

LENGTH

(m)

CAT. NUMBER INSTL. WATTAGE

LAMP

TYPE

PC

RT. C/L LT. C/L

P01 WYNFIELD GATE 0+226.7 - 6.7m - - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 786.246

540.988

P02 WYNFIELD GATE 0+178.4 - 6.7m - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 818.146

540.989

P03 WYNFIELD GATE 0+145.6 - 6.7m - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 848.446

540.990

P04 WYNFIELD GATE 0+112.4 - 6.7m - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 878.646

540.992

P05 WYNFIELD GATE 0+075.9 - 6.7m - - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 41 W LED YES

N -

E -

1 212 912.146

540.993

P06 WYNFIELD GATE 0+038.2 - 6.7m - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 946.746

540.994

P07 WYNFIELD GATE 0+009.9 - 6.7m - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 41 W LED YES

N -

E -

1 212 972.746

540.996

P08 WYNFIELD LANE 0+019.7 6.6m - - - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 983.146

540.997

P09 WYNFIELD LANE 0+050.2 6.6m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 971.246

541.000

P10 WYNFIELD LANE 0+081.5 6.6m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 959.346

541.003

P11 WYNFIELD LANE 0+115.5 6.5m - - - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 950.146

541.006

P12 WYNFIELD LANE 0+141.0 6.5m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 960.846

541.006

P13 WYNFIELD LANE 0+171.3 6.6m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 960.846

541.007

P14 WYNFIELD LANE 0+200.1 6.6m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 988.446

541.009

P15 WYNFIELD LANE 0+231.0 6.6m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 016.469

541.010

P16 WYNFIELD LANE 0+256.7 6.4m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 061.400

541.011

P17 WYNFIELD LANE 0+290.0 6.6m - - - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 075.246

541.008

P18 WYNFIELD LANE 0+321.2 6.6m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 087.446

541.008

P19 WYNFIELD LANE 0+352.1 6.6m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 099.546

541.005

P20 WYNFIELD LANE 0+384.3 6.6m - - - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 111.646

541.002

P21 WYNFIELD LANE 0+414.3 6.6m - - - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 123.746

541.000

P22 WYNFIELD LANE 0+445.5 6.6m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 135.946

540.994

P23 WYNFIELD LANE 0+477.3 6.4m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 148.446

540.991

P24 WYNFIELD LANE 0+510.3 6.6m - - - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 154 469

540.883

P25 WYNFIELD LANE 0+528.3 6.6m - - - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 148 469

540.991

P26 WYNFIELD LANE 0+558.0 6.7m - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 154.746

540.988

P27 WYNFIELD LANE 0+572.0 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 154.646

540.985

P28 WYNFIELD LANE 0+620.0 6.6m - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 154.446

540.983

P29 WYNFIELD LANE 0+646.5 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1213154.3469

540.977

P30 WYNFIELD LANE 0+676.4 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 246.346

540.975

P31 WYNFIELD LANE 0+706.7 6.6m - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 276.346

540.975

P32 WYNFIELD LANE 0+737.1 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 306.446

540.975

P33 WYNFIELD LANE 0+766.8 6.7m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 334.646

540.975

P34 WYNFIELD LANE 0+793.6 6.6m - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 334.646

540.976

P35 WYNFIELD LANE 0+822.4 6.6m - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 323.146

540.980

P36 WYNFIELD LANE 0+852.5 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 312.646

540.983

P37 WYNFIELD LANE 0+880.0 6.6m - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 288.546

540.985

P38 WYNFIELD LANE 0+935.5 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 41 W LED YES

N -

E -

1 213 251.946

540.988

P39 WYNFIELD LANE 0+950.4 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 219.646

540.987

P40 WYNFIELD LANE 0+980.2 6.7m - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 196.146

540.986

P41 WYNFIELD LANE 1+009.2 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 171.246

540.985

P42 WYNFIELD LANE 1+034.0 6.6m - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 149.446

540.985

P43 WYNFIELD LANE 1+055.8 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 119.246

540.985

P44 WYNFIELD LANE 1+086.0 6.6m - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 089.469

540.985

P45 WYNFIELD LANE 1+116.2 6.7m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 089 469

540.985

P46 WYNFIELD LANE 1+147.4 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 058.746

540.985

P47 WYNFIELD LANE 1+180.1 6.8m - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 033 646

540.986

P48 WYNFIELD LANE 1+211.2 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 213 019 946

540.989

P49 WYNFIELD LANE 1+245.1 6.6m - - NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

  1 213 007 469

540.992

P50 WYNFIELD LANE 1+276.1 6.6m - ONE NEW ALUM. RTAP20-645C-1DR 7.32 m NEW 1.2m ALP-RE4M NEW 23 W LED YES

N -

E -

1 212 995146

540.995

UNDERPAVEMENT CROSSINGS

CROSSING ROAD

LENGTH

(m)

TYPE OF

INSTALLATION

DUCTS

REMARKS

QTY. SIZE TYPE

UPC01 WYNFIELD GATE 16.22 m OPEN CUT 2 100 mm RPVC

UPC02 WYNFIELD LANE 11.66 m OPEN CUT 2 100 mm RPVC

UPC03 WYNFIELD LANE 11.56 m OPEN CUT 2 100 mm RPVC
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